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(54) Tltie: 
CAVITY 



METHOD FOR SELECTING THE POLARIZATION OF THE LASER BEAM OSCILLATING INSIDE A LASER 



(57) Abstract: Method for selecting the polarization of the laser beam inside a laser cavity, which provides generation of a laser 
beam (1) inside said resonant laser cavity (20), comprising optical media (8,10,9;9*,12;9M4;13;33), which include one or more bire- 
fringent optical media (9;12;14;13). According to the invention, said birefiringent optical media (9;12;14;I3) are used for inducing 
a double refraction efiFect on the laser beam (1) and separating the propagation directions of the different polarization components 
(2,3) of the laser beam (1) at the interface (22;32;41,42;51,52;61,62) between said media (9;12;14;13) and a second medium with a 
different refractive index, providing a plurality of separate resonance directions (6,7) which are distinct for the different polarization 
components (2, 3), and selectively align the cavity optical axis (20) on one of said resonance positions (6,7) through the adjustment 
of the position of one or more optica] elements (8,9. 10;9*,12;9% 14; 13,33) forming said cavity (20). 
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METHOD FOR SELECTBVG THE POLARIZATION OF THE LASER BEAM 
OSCILLATING INSIDE A LASER CAVITY 

DESCRIPTION 

The present invention relates to a method for selecting the polarization of the laser beam inside 
a laser cavity, which provides generation of a laser beam inside said resonant laser cavity, 
comprising one or more birefiingent optical media. In the development of solid state laser 
5 systems it proves often usefiil to select the polarization of the laser hght generated inside the 
oscillator, i.e. in the laser cavity. The polarization state of the laser Ught, in fact, is particularly 
important in some applications of laser-matter interaction, such as non linear processes for 
generating higher harmonics or for parametric generation; in most cases, where the use of a 
polarized laser beam is required, it is convenient to select the polarization inside the oscillator 
1 0 rather than outside it. If the oscillator emits a non polarized beam, the extemal selection of the 
polarization entails a halving of the poww available, whereas the inner selection will cause 
much minor losses: in this event, in fact, the active element in the cavity can use all of its own 
gain to the advantage of the polarization whose oscillation is allowed. 

Moreover, many optoelectronic devices interacting with a laser beam (inside or outside the 
15 laser cavity) have a different behaviour according to the state and degree of the polarization of 
the incident laser light. 

For instance, the electro-optical Q-switching modulator pertains to this category: since the 
polarization of the ligjit crossing the modulator is altered by switching the modulator voltage, 
the Q-switching effect (i.e. modulation of the cavity losses) is reached causing the cavity to 
20 oscillate without losses on a well precise polarization, and do not oscillate on the orthogonal 
polarization (i.e. having high losses) due to a selection device. Modulation methods of the 
cavity losses through a polarization-selective element in the resonator may be employed for 
the so-called "mode-locking" operating mode to generate laser pulses lasting less than a 
nanosecond. 

25 At least three different occurrences can be noticed where the designer has recourse to a 
polarization selector element in order to obtain a (linearly) polarized radiation from the 
oscillator, depending on the active material being uised: 

1) if the laser material is optically and thermo-mechanically isotropic, such as Nd:YAG, or 
anyway emitting a non polarized laser radiation (such as e.g. Nd:YV04 c-cut); in this case the 
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polarizer element will force operation of a well determined polarization direction; 

2) if the laser material is optically and/or thenno-mechanically anisotropic, such as Nd:YV04 
and Nd:GdV04 a-cut, whose anisotropic properties will force the oscillation of a precise 
polarization; in this case, the polarizer element may be employed for improving the degree of 

5 spontaneous polarization or forcing the oscillation of the orthogonal polarization or of another 
polarization; 

3) if the laser material is optically and/or thermo-mechanically anisotropic, and emits laser 
Ught of different wavelength or with different laser properties in the main directions of 
anisotropy, such as Nd:YLF, Nd:YVO or Nd:GVO; in this case, the polarizer element may be 

10 advantageously utiUzed for simultaneous selection of the polarization state, wavelength or 
other properties of the laser oscillation. 

Conventionally, selection of the oscillating polarization occurs by means of optical elements 
causing a highly precise linear polarization (selection of an elliptic polarization is possible but 
generally not very useful). The cormnon operating concept of these elements is based on the 
15 introduction of different losses for the light oscillating in the resonator on one or the other 
linear polarization. 

Most common known polarizer devices utiUze Fresnel transmission and reflection properties 
for surfaces inclined at the Brewster angle; as well known, when an xmpolarized laser beam 
impinges on an optically dense plate (refractive index n) at an angle of incidence (measured 

20 with respect to the normal to the plate plane) equal to Brewster angle (which depends on the 
refractive mdex) the polarized beam component in the plane parallel to tihie Brewster angle is 
transmitted without losses, whereas the perpendicular component has power losses due to 
reflection depending on the refractive index n. By mean of on an appropriate material choice, 
it is possible to have the xmdesired polarization undergo enough losses to avoid reaching the 

25 laser threshold condition, whereas the main polarization oscillates freely. A typical 
manufacture of the device is to machine one or both faces of the active material so as to have 
the appropriate Brewster angle with respect to the direction of the mode propagation in the 
cavity. 

More sophisticated devices are known, which utilize the properties of appropriate dielectric 
3 0 layers deposited on an optical surface in order to enhance the different transmission properties 
of the polarized light from an inclined surface: dielectric film polarizers (Brewster angle and 
45^ angle) belong to this category. 

Other known polarizers operate according to the birefringence principle through the angular 
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separation of the main polarization components. Such devices are e.g. Glan-Taylor, Glan- 
Thompson, Nicol, WoUaston and Rochon prisms, which consist of two calcite or calcite and 
quartz elements either stuck together or air-spaced. 

These elements cannot be easily utilized in laser systems with a high average power due to 
5 rather high intrinsic losses and absorption. Also dichroic (polaroid) polarizers are not 
suggested for the same reason. 

At the present state of the art it is clear how the sole selection methods of a preferential 
polarization state, practically performable in a laser wdth a high average power, require the use 
of specific dielectric elements or uncoated surfaces at the appropriate Brewster angle inside 

10 the resonator. The former are surely the most efficient ones due to their very high transmission 
contrast between the two orthogonal polarizations; however, (in general) their losses are not 
irrelevant for the oscillating polarization (typical 2-5%, ^a value often comparable with the 
transmission of the output coupler, so that a consistent amount of the extractible power is 
wasted); generally, they are expensive and relatively space requiring m a modem laser 

15 resonator. Conversely, a simple plate or surface at the Brewster angle has usually not enough 
contrast for selecting the polarization in a high gain oscillator; moreover, should said plate be 
integrated as the output face of the active medium, this would entail high manufacturing costs. 
It is the object of the present invention to solve the above drawbacks and provide a method for 
selecting the polarization of the laser beam inside a laser cavity, having an improved and more 

2 0 efficient performance with respect to the existing solutions. 

In this firame, it is the main object of the present invention to provide a method for selecting 
the polarization of the laser beam inside a laser cavity, which is suitable for use in apparatuses 
with a high average power, ensuring high performances and, in particular, a high transmission 
contrast. 

25 A further object of the present invention is to provide a method for selecting the polarization 
of the laser beam inside a laser cavity, which involves negUgible absorption or, in general, 
irrelevant laser light losses when in use in a cavity with a high average power. 
A further object of the present invention is to provide a method for selecting the polarization 
of the laser beam inside a laser cavity, which has low manufacturing costs and easy operation. 

30 In order to achieve such aims, it is the object of the present invention to provide a method for 
selecting the polarization of the laser beam inside a laser cavity and/or an ^paratus 
incorporating the features of the aimexed claims, which form an integral part of the description 
herein. 
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Further objects, features and advantages of the present invention will become apparent from 
the following detailed description and aimexed drawings, which are supplied by way of non 
limiting example, wherein: 

- Fig. 1 shows an illustrative diagram of a physical phenomenon utilized by the method for 
5 selecting the polarization of the laser beam inside a laser cavity, according to the present invention; 

- Fig. 2 shows a basic diagram of a metiiod for selecting the polarization of the laser beam 
inside a laser cavity, according to the present invention; 

Fig. 3 shows a basic diagram of a further embodiment of the method for selecting the 
polarization of the laser beam inside a laser cavity, according to the present invention; 
10 - Fig. 4 shows a basic diagram of a further embodiment of the method for selecting the 
polarization of the laser beam inside a laser cavity, according to the present invention; 

- Fig. 5 shows a basic diagram of a further embodiment of the method for selecting the 
polarization of the laser beam inside a laser cavity, according to the present invention; 

Fig. 6 shows the output power curve of an example of a laser cavity in which selection of 
15 tihie polarization of the laser beam is performed inside a laser cavity according to the present 
invention; 

- Fig. 7 shows a trend of the power and polarization change of the laser beam of a laser 
cavity according to the present invention upon changing the alignment angle of the optical axis 
of the resonator; 

20 - Fig. 8 shows a basic diagram of a method for selecting the polarization of the laser beam 
inside a laser cavity operating in Q-switching regime, according to the present invention. 
The inventive idea of the present invention consists substantially of a method for selecting the 
polarization of the oscillating laser beam inside a discrete-elements solid state laser cavity, 
which uses the birefiingent property of an optical element inside the laser resonator and 

2 5 operates by means of an angular selectivity phenomenon in the aUgnment of the resonator 

itself 

It is known that some crystalline materials conunonly used inside laser systems are featured by 
a strong birefringence, among which the following categories are recalled: 

- non linear crystals utiUzed for parametric interactions and generation of higher harmonics, 

3 0 such as but not limited to KTP, BBO, LBO, KTA, RTA, RTF, LiNbO. 

- birefringent active materials, such as but not limited to Nd:YV04, Nd:GdV04, Nd:YLF, 
Nd:SFAP and Yb:SFAP, Nd:BYF and Yb:BYF, Nd:KGW and Yb:KGW. 

- birefringent undoped crystals, such as but not limited to YVO4, GdV04, sapphire, etc. 
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For the purposes of the method according to the present invention, by birefringent material it 
should be intended any medium with optical anisotropy or a finite difference betweai the 
values of the refi:active indexes measured along various directions inside the medium, said 
anisotropy being natural or induced by any external actions; interest is put in the materials 
5 having transparency at one or more of the laser wavelengths of the laser cavity where 
polarized oscillation is desired. The value of the refractive index pertaining to the light of a 
determined wavelength and polarized according to a precise direction inside the anisotropic 
material can be defined for each one of these materials, using e.g. Sellmeier's approximate 
equations of the material. 

10 In order to clarify the operation of the method according to the present invention, the double 
refraction phenomenon is represented in dashed line in Figure 1. 

Figure 1 is representing a TEM (Transversal Electro-Magnetic) laser beam 1, with generic 
polarization. Said laser beam 1 propagates inside an anisotropic material 9 along one of its 
main polarization axes; the polarization components 2 and 3 of the laser beam 1 lay in a plane 

15 perpendicular to its propagation direction and in said section of the anisotropic material 9 it is 
possible, as well known according to the methods of the classic optics, to define an ellipsoid of 
the refiractive indexes to which the polarization components are subject during propagation. 
Two main axes of said ellipsoid can be defined with the two relevant values, maximum and 
minimum, of the refi:active index; for the purposes of the method of the present invention, both 

20 maximum and minimum values should not coincide; it is also possible to separate the 
polarization of the las^ beam 1 in two components oriented along the two main axes, i.e. the 
above ordinary compon^t 2 associated to an ordinary refiractive index and the 
extraordinary component 3 associated to an extraordinary refiractive index iie. The different 
refractive index causes a mutual phase difference of said polarization components 2 and 3 as 

25 they fiirther progress in the anisotropic medium 9. 

While progressing in the anisotropic medium 9, the laser beam 1 meets a face 22, where by 
face an optically polished surface is intended, which is crossed or hit by the output laser beam 
1 from the anisotropic birefiingent medium 9 towards a second mediimi 4, in this case 
represented by air, for easiness of example. Should the face 22 interfacing between the 

30 anisotropic medium 9 and the second medium 4 be chosen perpendicular to the propagation 
direction in the anisotropic medium 9, both the polarization components 2 and 3 would leave 
the medium 9 collinear, with the same direction and phase-shifted. 

However, if the face 22 as depicted in Figure 1 is not perpendicular to the propagation 
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direction inside the medium 9, then the so-called double refraction phenomenon will ensue: 
both the polarized components 2 and 3 follow Snell law, nisenei=n«rtseneext, where n^ indicates 
tiie refractive index of flie birefiingent medium, Gj the angle 5 formed between the propagation 
direction in the bkefringent medium and the normal to the interface surface, next the refractive 
index of the outside medium (n^ = 1 for air) and Gext the output angle measured from the 
normal to the interface surface. Since botii main polarization components are associated to two 
different refractive indexes, Uo or n^, it is clear how the two components of the ordinary and 
extraordinary polarization 2 and 3 exit the face 22 as two polarized output components 6 and 
7, which are angularly separated in the propagation directions by a quantity Ge-Go = 
arcsen(neSenGi /n^xt)- arcsen(noSenGi /next) and out of phase. It is obvious how the angular 
separation will be the more pronounced: the higher tiie difference between the refractive 
indexes Uo or Ue ; the higher the incidence angle to the interface Gi; and tiie higher the ratio 
between the average value of the anisotropic material indexes and the refractive index of the 
extemal medium (air, with n=l is a preferred material for such an interface). 
Also, the angular separation is at its maximum when one of the main dfrections, n„ (ordinary) 
or He (extraordinary), lays in the plane in which the angle between the normal to tiie interface 
and the propagation direction is defined, and in tiie event of a plane interface, tiie otiier one 
lays in the plane of flie interface. 

In Figure 2 a basic diagram illustirates tiie mefliod according to tiie present invention. 
Therefore. Figure 2 is representing a resonant cavity 20 or ideal resonator, delimited by a 
mirror 8 placed on a first face 31 of flie birefiingent anisotiropic material 9 and by a second 
mirror 10 in tiie air at a pre-selected distance &om tiie anisotropic material 9. The anisotropic 
material 9 is contained in the resonant cavity 20 delimited by the two mirrors 8 and 1 0. 
Bofli tiie position and orientation of tiie first mirror 8 consfarain tiie resonance direction of tiie 
cavity 20 in a first direction 11 exactly perpendicular to the plane of said mirror 8. The 
anisotixjpic medium 9 has optical anisotix)py in the plane perpendicular to such a direction 1 1, 
while a second face 32 of the anisotiropic material 9, forming tiie interface witii flie air 4 is 
inclined by an angle Gi witii respect to such a direction 11. It is quite clear that the ideal 
resonant cavity 20 so deUmited has two different configurations corresponding to two 
resonance conditions upon changing the orientation of the mirror in tiie air 10: a first 
condition in which tiie position of the mirror in the air 10 is apt to reflect the ordinary 
polarization component 6 along an optical path towards the face 32, so that inside the 
anisoti-opic material 9 said component 6 will be aligned along the direction 11; a second 
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condition in which the position of the ndrror 10 is apt to operate such a reflection for the 
extraordinary polarization component 7. 

Therefore, it is obvious that choosing one of the two resonance orientations for the nairror 10, 
will automatically exclude oscillation in the remaining direction, therefore the cavity 20 allows 
5 oscillation of one main polarization direction alone at a time; accordingly, a device 
appropriately manufactured according to this method ensures a maximum possible contrast in 
selecting the polarization. 

The choice of one or the other polarization merely depends on the re-alignment of one mirror, 
i.e. mirror 10. It is also clear that such a choice can be executed maintaining the mirror 10 

1 0 fixed and re-aligning the mirror 8, along with the birefiingent material 9. 

The necessary condition of the method according to the present invention is to have an 
interfacing surface inside the cavity 20, namely the second face 32, between an optical 
anisotropic material 9 and another optical medium, such as the air in the example, crossed by 
the laser beam 1 generated in the cavity, said interfacing surface being deliberately non 

1 5 perpendicular to the propagation direction 1 1 of said laser beam 1 . 

This condition is also sufficient in case no element inside the resonant cavity 20 is in a 
position to cancel the angular and/or spatial separation produced by the above interface 32. 
Most birefiingent materials suitable for a practical implementation of the method according to 
the present invention are already normally utilized inside laser cavities and have irrelevant 

2 0 absorptions and losses for the radiation oscillating in the resonator. 

The method depicted in Figure 2 can be easily applied to a real laser cavity by evaluating an 
appropriate sensitivity parameter for the misalignment of the cavity 20 itself, which can be 
defined as the inverse of the minimum deviation angle of a mirror (or other optical element of 
the cavity) from its perfect optical alignment, such to cause the extinction of the laser 

25 oscillation. See Figure 7 in this coimection, as better detailed in the following description. Said 
sensitivity parameter not only depends on the optical design of the resonant cavity but also on 
the laser gain of the active medixmi and on the total losses of the resonator when perfectly 
aligned. Once this angle is calculated relatively to the polarization-selecting interface, a 
perfect polarization selection will be obtained with the angular separation between the two 

30 components equalling at least twice the extinction angle. On the contrary, when the angular 
separation is below this value, oscillation of both the polarization components may occur to a 
higher or lesser amount according to the laser properties of the material associated to the two 
separate components. 
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A detailed description of a real ixnplementation of the method according to the present 
invaition foUows here below with reference to the diagram of Figure 2. 
The cavity 20. where the ordinary axis «o» coincides with the crystallographic axis V of the 
crystal fonmng the anisotropic medium 9 and the extraordinary axis «e" coincides with the 
crystallogr^hic axis «a" of the medium 9. consists of a Nd:YV04 a-cut laser crystal 
manufactured according to the scheme of an active birefiingent mirror, as further described' 
This laser crystal has a 4x4 mm^ square section along the crystallographic directions «a" and 
"c», and a 7 mm length along the other longitudinal axis. "a». The &st face 31 of the crystal 
plane and perpendicular to the longitudinal axis «a». has a high reflecting dielectric coating 
which make it highly reflecting (reflectivity R>99.5%) at the laser wavelength (in this case 
1064nm) and non reflecting (R<5o/„) to the pumping wavelength (in this case. 808mn). thus' 
fomnng the mirror 8. The second face 32 is a plane face inclined with respect to the first face 
31. laymg the «a»-axis transversally in the plane of the face 32 itself to form an angle of about 
1 degree between the «c"-axis and the projection of the latter on the face 32 itself. This second 
face 32 has a high transmission dielectric coating that makes it non reflecting (transmission 
T>99.8o/„) at the wavelength of the laser beam 1. At about 6cm distance from the second fece 
32 IS placed the minor 10. a plane output coupler mirror, with 20o/o transmission at 1064mn- 
the mmx,r 10 is located on a mechanical mount, not shown, with micrometric angula^ 
adjustment aromid two main axes oriented as "a" and V in the laser crystal. The laser crystal 
IS longitudinally-pumped with a fibre-coupled semiconductor laser, supplying over 20W 
optical power at 808mn. Figure 6 shows the output power trend depending on the pmnp power 
for the two different polarizations ("a" and «c") selected with the method according to the 
present invention; it is highli^ted how, with the same working parameters of the resonator 
the laser features of the two polarizations are different due to their different laser properties irl 
particular the sthnulated emission cross-sections pertaining to the two crystallogr^hic a^es 
"a" and «c» of Nd:YV04. Figure 7 shows (black dots) the trend of the output power versus 
onentation angle of the output mirror 10 (rotated around the direction "a") at a fixed pump 
power of about 18W. The two angular resonant zones of the cavity (beU curves), one for 
polarization "a" and the other for polarization «c», can be clearly noticed as weU as the 
misaligmnent tolerance with about 18W of the pump power absorbed in the laser crystal. Tlie 
two resonance peaks are angularly separated by about 3.7 mrad, in very good agr^ent with 
the value of 3.63 mrad calculated for an inclination angle of 1 degree of the second fece 
assuming the values of 2.1652 and 1.9573 calculated at 1064mn for ne and no. respectively It 
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should also be noticed how the laser oscillation does not totally extinguish in going over from 
one polarization to the other (having a mixed-polarization residue of about 4W); however, 
near the two resonance peaks, the polarization degree of the output radiation is better than 
50:1; this is due to a competitive phenomenon between the two polarizations in exploiting the 
5 laser gain: the resonant polarization having less losses in the oscillation, deprives the other one 
of the gain required for the oscillation. The graph also suggests how increasing the angle 
between the two faces to about 2 degrees, the angular separation will double, ensuring total 
extinction of the laser action in the angular zone between the two resonance directions. 
The method according to the present invention can be utilized for obtaining various device 

1 0 embodiments for use inside a laser resonator, some of which are described in the following. 

Figure 4 is illustrating an embodiment providing the use of an active material 9' in the 
resonant cavity 20, which has optical isotropy wifli respect to the cavity propagation axis 11, 
obviously emitting unpolarized laser Ught. hi this case, selection of the polarization can be 
obtained introducing in the cavity 20 a birefringent wedge-shaped element 12 with two faces 

15 41 and 42, both of them inclined (altematively, only one of them inclined) with respect to the 
direction 1 1 of the mode propagation in the resonator 20 and one face inclined with respect to 
the other. The birefringent elacnent 12 is preferably obtained with the extraordinary main axis 
of the material laying in the plane of the one face inclined with respect to the direction of the 
beam propagation, perpendicular to such a direction (i.e. perpendicular to the incidence plane) 

20 so as to maximize the angular separation effect provided by the double refraction to the 
interface (or interfaces) between the birefringent wedge element 12 and the air. If both faces 
are inclined with respect to the laser beam, the first face 41 separates the polarizations 
angularly due to double refraction, whereas the second face 42 enhances the angular 
separation. Preferably, the faces 41 and 42 crossed by the laser radiation have a dielectric anti- 

25 reflection coating for the laser wavelength, at the predetermined incidence angle. For small 
incidence angles (<10°), this dielectric treatment matches a normal anti-reflection treatment 
for normal incidence, requiring low manufacturing costs. Preferred materials for the element 
may be GdV04, YVO4 or sapphire, cut for inner light propagation along the direction of 
maximum index anisotropy for the transverse components of the polarization; in the instance 

30 of GdV04 and YVO4, propagation in the material will preferably occur along one of the 
crystallographic axes "a", fully utilizing the strong index difference between the perpendicular 
axis "a" and "c"; these materials should be considered preferable for their very good 
transparency, strong bi-refringence, high average refractive index, high damaging threshold. 
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easy manufacturing of antireflection dielectric coatings, wide market availability and low cost. 
In another embodiment illustrated in Figure 3, the birefringent element with non parallel faces 
may be used to operate as a cavity mirror 14, with a face 51 facing inside the cavity 20 fitted 
with an appropriate antireflection dielectric coating, and the face 52 outside the cavity fitted 
5 with a dielectric coating making it totally or partially reflecting at the cavity laser wavelength 
(or wavelengths), thus defining a ^n^i-refiingent mirror"; in this embodiment, only the face 51 
inside the cavity operates a separation of the polarizations, whereas the mirror-machined face 
52, appropriately aligned, performs the selection of one or the other polarization component 
In the case where the laser material itself is birefidbcigent for the transverse polarization 
1 0 components of the laser radiation propagating in the cavity, the active material may have non 
parallel faces, such as in the form of a wedge, as suggested above; to this effect, the active 
material operates an angular separation of the polarizations, whereas an outer optics, such as 
the mirror 10, for a non limiting example, performs the resonance selection of one of the 
polarizations. 

15 A possible embodiment according to this example as illustrated in Figure 5 has the 
birefringent laser material 9 in the form of a wedge 13 crossed by the laser beam 1; the faces 
61 and 62 being crossed have antireflection dielectric coatmgs appropriate for the oscillating 
wavelength and for the predetermined incidence angle. 

In the embodiment illustrated in Figure 2, or "active birefiingent mirrof on the contrary, the 
20 laser crystal forming the anisotropic material 9 is cut with the face 31 perpendicular to the 
propagation axis, which has a maximum bi-refiingence for the transverse polarization 
components of the laser beam, and with the face 32 inclined with respect to the first one, the 
plane of such a face 32 containing one of the main axis of the index elUpsoid, in order to 
maximize the selection effect. The first face is coated with dielectric layers forming the cavity 
25 mirror 8, the second face 32 is coated with antireflection dielectric layers for the laser 
wavelength at the incidence angle defined by the geometry of the element. 
In other embodiments, in a laser cavity containing a non linear crystal for altering the cavity 
frequency, the non linear crystal may be cut with non parallel faces, such as in the form of a 
wedge, analogously to Figure 4, where the birefiingent element 12 may be the non linear 
30 crystal and operate as the separator of the oscillating polarization. The faces of the non linear 
crystal may receive an appropriate non reflecting (or reflecting) dielectric treatment to one or 
more laser wavelengths in the cavity. 

According to anotiier embodiment, in a laser cavity containing an optical modulator (typically 
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for Q-switching or mode-locking) made of an appropriate birefdngent material (such as but 
non limited to LiNbOs), the modiilator element or elements may appropriately have non 
parallel faces (such as in the form of a wedge), as described in the previous embodiments, 
analogously to Figure 4, where the birefringent element 12 may be the modulator crystal, in 
5 order to perform separation of the main polarizations, whereas selection is performed by one 
of the mirrors or other optical element forming the cavity. 

The selection of the beam polarization inside a laser cavity is useful, first of all, because it 
allows the choice of one or more optical properties of the output beam tied to its polarization 
state; however, selection of the polarization state of the laser beam is also utilized for inducing 

10 desired modulation effects of the cavity losses. If a laser resonator, in fact, contains an 
element for selecting the polarization state of the beam, that resonator is characterized by 
irrelevant or anyway very small losses for a laser beam in that determined polarization state 
only; any optical effect allowing a change of the polarization state of the beam propagating in 
the cavity (such as rotation of a linear polarization) cannot but increase the typical loss level of 

15 the above cavity. 

An appropriate introduction of modulable losses for the laser cavity obtained tiirough: 

- selection of a polarization according to the method of the present invention, and 

- modulation of the polarization of the laser beam propagating in the cavity, 

may be used for obtaining operation of laser cavities in Mode-Locking or Q-Switching regime. 
20 Normally, but not necessarily, a good Mode-Locking operation can be obtained introducing 
relatively low periodic losses (a few %) with a time interval in accordance with the *round 
trip' period of the laser cavity. 

If the polarization selection method, on the contrary, is such to allow oscillation of a 
determined polarization state (as the subject method) and at the same time prevent oscillation 

25 of any laser beam in an orthogonal polarization state, then the loss level that can be introduced 
through the switching of the polarization to the orthogonal state in the cavity may cause the 
suppression of the laser oscillation; in these cases, a controlled effect of polarization switching 
of the laser beam propagating in the cavity would allow going from a low loss situation 
(maximum output power) to a maximum loss situation (nil output power); this condition is 

3 0 essential for the operation of laser cavities in Q-Switching regime. 

A non limiting example of a Q-Switching operating laser cavity is described in the following, 
in which the losses required (modulable) are obtained using the polarization selection of the 
method according to the present invention. 
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In the cavity depicted in Figure 8, analogous to the one of Figure 2, where the active medium 
9 is an active Nd: YVO or NdrGVO crystal manufactured like an active birefrmgent mirror, an 
electro-optical Q-switching modulator 33, consisting typically of one or more crystals apt to 
rotate the polarization of the laser beam due to the electro-optical effect upon changing electric 
5 field applied to the crystal/s, is inserted between the active medium 9 and the mirror 10, in a 
position that maximizes the efficiency of the resonator (getting maximxrai output power when 
the modulator is off, i.e. subject to a nil electric field). Aligning the mirror 10 for the 
resonance of the "c"-polarized beam and keeping no voUage applied to the modulator, the 
cavity can operate with irrelevant losses. Applying the appropriate "^74" voltage to the 

10 modulator, the latter rotates the beam polarization by 90 degrees when the laser beam travels 
fi:om the crystal 9 to the mirror 10 and back again to the crystal 9. Since the resonator is not 
aligned for the polarization of the beam going back to the crystal 9, the laser will totally 
extinguish. Alternating the control voltage, the laser operates in perfect Q-switching regime, 
without having to use the conventional polarizer element normally utilized in the prior art. In 

15 this case, the advantage of the present method for obtaining Q-Switching operating cavities is 
important, since it eliminates the conventional polarizer element normally considered critical 
in high gain lasers; in fact, manufacture of polarizers with a high extinction grade for the 
polarization to be suppressed, irrelevant losses for the transmitted polarization and a high 
resistance to optical damage, represents an exceptional or, in some ixistances, impossible feat. 

20 From the above description the features of the present invention as well as the relevant 
advantages thereof are clear. 

Advantageously, the method for selecting the polarization of the laser beam inside a laser 
cavity according to the present invention allows choosing one or the other polarization 
component simply depending on the re-aligmnent of the resonator. In particular, it can be 

25 noticed how according to the method of the present invention, separation of the polarizations 
and selection of tiie oscillating polarization are two independent processes, obtainable, at the 
limit, with just one birefiingent optical element and, above all, when compared to the 
conventional methods the selection depends exclusively on the optical aligmnent of the 
resonator. Also, the proposed method is based on creating different resonance conditions of 

30 the same oscillator, each one of them selectable through the optical alignment of the latter. 

Moreover, advantageously, most birefiingent materials suitable for practical implementation 
of the method for selecting the polarization of the laser beam inside a laser cavity according to 
the present invention are already normally used inside laser cavities and have irrelevant 
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absorption and losses for the oscillating radiation in the resonator. 

The method for selecting the polarization of the laser beam inside a laser cavity according to 
the present invention can be easily extended from ideal models to a real laser cavity, by 
evaluating an appropriate sensitivity parameter for the misalignment of the cavity itself; when 
5 sizing a real device according to the present method, this parameter is used for controlling the 
oscillation of one or both the polarization components, in a higher or minor quantity according 
to the laser properties of the material associated to tiie two separate components. 
It is obvious that many changes are possible for the man skilled in the art to the method for 
selecting the polarization of the laser beam inside a laser cavity described above by way of 
10 example, without departing from the novelty spirit of the innovative idea, and it is also clear 
that in practical actuation of the invention the components may often differ in form and size 
from the ones described and be replaced with technical equivalent elements. 
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CLAIMS 

1. A method for selecting the polarization of the laser beam inside a laser cavity, which 
provides generation of a laser beam (1) inside said resonant laser cavity (20), comprising 
optical media (8,10,9;9*,12;9%14;13;33), which include one or more birefiingent optical media 
(9;12;14;13), characterized in that, said birej&ingent optical media (9;12;14;13) are used for 

5 inducing a double refraction effect on the laser beam (1) and, on the interface 
(22;32;41,42;51,52;61,62) between said media (9;12;14;13) and a second medium with a 
different refractive index, separating the propagation directions of the different polarization 
components (2,3) of the laser beam (1), providing a plurality of resonance directions (6,7) 
which are distinct for the different polarization components (2, 3), and in that the optical axis 
10 of the cavity (20) is selectively aligned on one of said resonance positions (6,7) through the 
adjustment of the position of one or more optical elements (8,9,10;9',12;9',14;13,33) forming 
said cavity (20). 

2. A method for selecting the polarization of the laser beam inside a laser cavity, according 
to claim 1, characterized in that said cavity (20) contains an active material (9') with isotropic 

1 5 emission properties. 

3. A method for for selecting the polarization of the laser beam inside a laser cavity, 
according to claim 1, characterized in that said cavity (20) contains an active material (9*) with 
anisotropic emission properties. 

4. A method for selecting the polarization of the laser beam inside a laser cavity, according 
20 to claim 2 or 3, characterized in that inside said resonant cavity (20) the plurality of resonance 

positions (6,7) corresponds to a plurality of different optical paths enabling a particular 
polarization and/or wavelength or other laser property. 

5. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
claim 4, characterized in that it provides for introducing a controlled quantity of losses 

25 individually experimented by one or both the polarizations and/or wavelengths in a well 
delimited path in the laser cavity (20). 

6. A method for selecting the polarization of the laser beam inside a laser cavity, accordiag 
to claim 4, characterized in that said cavity (20) contai3as a birefringent crystal for producing 
the separated polarization components. 

30 7. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
claim 4, characterized in that said cavity (20) contains a birefringent active laser material for 
producing the separated polarization components. 
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8. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
claim 4, characterized in that said cavity (20) contains a non linear crystal for producing the 
separated polarization components. 

9. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
5 claim 4, characterized in that said cavity (20) contains a Q-switching or Mode-Locking 

optical modulator, whose birefiringent active optical element is used for producing the 
separated polarization components. 

10. A method for selecting the polarization of the laser beam inside a laser cavity, according 
to one or more of the previous claims, characterized in that it uses more than one interface 

1 0 between the birefringent medium and another medium for separating the polarizations. 

11. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
one or more of the previous claims, characterized in that said birefringent optical media in said 
cavity (20) are a plurality of birefringent elements for separating the polarizations. 

12. A method for selecting the polarization of the laser beam inside a laser cavity, according 
15 to one or more of the previous claims, characterized in that it provides for selecting the 

polarization or the resonant wavelength through the aUgmnent of a mirror (10;52) pertaining to 
the optical media of said resonant cavity (20). 

13. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
one or more of the previous claims, characterized in that it verifies the resonance of a 

20 polarization or oscillating wavelength and avoids total extinction of other possible 
polarizations or wavelengths. 

14. A method for selecting the polarization of the laser beam inside a laser cavity, according to 
one or more of the previous claims, characterized in tihiat it verifies the resonance of a 
polarization or oscillating wavelength and maintains the simultaneous oscillation of a well 

2 5 controlled fraction of other possible polarizations or wavelengths. 

15. A laser system of the type comprising a laser beam (1) generated in a resonant cavity (20), said 
resonant cavity (20) comprising optical media (8,10,9;9*,12;14;13;33), which include one or more 
optical media (9;12;14;13) with bi-refringence properties, characterized in that said optical media 
(9; 12; 14; 13) with bi-refringence properties produce a double refraction for polarized components 

30 (2,3) of said beam (1) and multiple resonance conditions (6,7) of the cavity (20), and that said 
cavity (20) is aligned on one of said resonance directions (6,7) by means of one or more optical 
elements (8,10,9;9%12;14;13;33) forming it, for selecting a specific polarization component 

16. A laser system according to claim 15, characterized in that said cavity (20) contains a 
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birefringent mirror (14), consisting of bireftingent material with non parallel faces, in 
particular a wedge, with a first face (51) inside the cavity (20) and a second face (52) 
machined as a mirror, said first face (51) being angled with respect to the second, in a position 
to operate the separation process of the polarizations, and select them on the desired resonance 
5 position (6,7) through the alignment of the mirror itself, or any another optical element 
(8,10,9;9',12;14;13;33) of the cavity (20). 

17. A laser system according to claim 15, characterized in that said cavity contains an active 
birefringent mirror (9), consisting of birefringent material with non parallel faces, in particular 
a wedge, with a face (32) placed inside the cavity and a second face (31) machined as a mirror 

10 as described above in a position to operate the separation process of the polarizations, and 
select them on the desired resonance position (6,7) through the alignment of the mirror itself 
or any other optical element (8,10,9;9',12; 14;13;33) of the cavity (20), and at the same time 
provide a laser gain to the cavity (20). 

18. A laser system according to claim 15, characterized in that said cavity (20) contains a 
15 birefringent device (12,13), consisting of birefringent material with non parallel faces, in 

particular in the form of a wedge placed inside the cavity (20) as described above, the first 
face (41,61) being angled with respect to the second (42;62) in a position to operate the 
separation process of the polarizations, and their selection by means of rotation around one of 
its own axis or realignment of any other optical elemenit (8,10,9;9',12,14;13;33) of said 
2 0 resonant cavity (20). 

19. A laser system according to one of the previous claims, characterized in that the 
birefiingent material is YLF or Nd:YLF or GdV04 or YVO4 or Nd:GdV04 or Nd:YV04. 

20. A laser system according to the method of claim 1 and following claims. 

21. A discrete element solid state laser resonator, containing an electro-optical Q-switching 

2 5 modulator (33), in which modulation of the loss state of the cavity (20) is obtained through the 

combined ejffect of the electro-optical modulator (33) and selection of the polarization 
determined according to the method of the claims 1 and following claims, or through the use 
of one or more devices of the claims 15 and following claims. 

22 . A discrete element soUd state laser resonator, operating in Mode-Locking regime, in 

3 0 which modulation of the loss state of the cavity is obtained with the cooperation of a selection 

of the polarization and/or wavelength and/or another laser feature determined according to the 
method of the claims 1 and following claims, or through the use of one or more devices of the 
claims 15 and following claims. 
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INTERNATIONAL PRELIMINARY 
EXAMINATION REPORT 



International application No. PCT/IB 03)04239 



I. Basis of the report 

1. With regard to the elements of the International application (Replacement sheets which have been furnished to 
the receiving Office in response to an invitation under Article 14 are referred to in this report as "originally filed" 
and are not annexed to this report since they do not contain amendments (Rules 70. 16 and 70. 17)): 



Description, Pages 

1-13 

Claims, Numbers 

1-22 



as originally filed 



as originally filed 



Drawings, Sheets 

1 /7-7/7 as originally filed 

2. With regard to the language, all the elements marked above were available or furnished to this Authority in the 
language In which the international application was filed, unless otherwise indicated under this item. 

These elements were available or furnished to this Authority in the following language: , which is: 

□ the language of a translation furnished for the purposes of the international search (under Rule 23.1 (b)). 

□ the language of publication of the international application (under Rule 48.3(b)). 

□ the language of a translation furnished for the purposes of international preliminary examination (under 
Rule 55.2 andybr 55.3). 

3. With regard to any nucleotide and/or amino acid sequence disclosed in the international application, the 
international preliminary examination was carried out on the basis of the sequence listing: 

□ contained in the international application in written form. 

□ filed together with the international application in computer readable form. 

□ furnished subsequently to this Authority in written form. 

□ fumished subsequently to this Authority in computer readable form. 

□ The statement that the subsequently furnished written sequence listing does not go beyond the disclosure 
in the international application as filed has been furnished. 

□ The statement that the information recorded in computer readable form is identical to the written sequence 
listing has been fumished. 

4. The amendments have resulted in the cancellation of: 

□ the description, pages: 

□ the claims, Nos.: 

□ the drawings, sheets: 



Fonm PCT^PEA/ 409 (January 2004) 



INTERNATIONAL PRELIMINARY 
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5. □ This report has been established as if (some of) the amendments had not been made, since they have 

been considered to go beyond the disclosure as filed (Rule 70.2(c)). 

(Any replacement sheet containing sucti amendments must be referred to under item 1 and annexed to this 
report.) 

6. Additional observations, if necessary: 

V. Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial applicability; 
citations and explanations supporting such statement 

1. Statement 

Novelty (N) Yes: Claims 1-14,16,17.20-22 

No: Claims 15,18,19 

Inventive step (IS) Yes: Claims 

No: Claims 1-22 

Industrial applicability (lA) Yes: Claims 1-22 

No: Claims 

2. Citations and explanations 
see separate sheet 
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Re Item V 

Reasoned statement with regard to novelty, inventive step or industrial applicability; citations and 
explanations supporting sucii statement 

Reference is made to the following documents: 

D1 : US-A-5 905 748 (XIE PING) 1 8 May 1 999 

D2: WO 01 /20732 A (BLIT SHMUEL) 22 March 2001 

D3: EP-A-0 596 714 (MITSUI PETROCHEMICAL IND) 11 May 1994 

D4: US-A-4 441 1 86 (ERICKSON EDWARD G) 3 April 1 984 



I Independent claims 

A Independent claim 1 

A.1 The present application does not meet the criteria of Article 33.1 PCT, because the subject-matter of claim 
1 does not involve an inventive step in the sense of Article 33.3. PCT, 

The document D1 , which has been identified as the closest prior art with respect to the subject matter of claim 
1 , discloses, see in particular fig. 1 (the references in parentheses applying to this document): 

A method for selecting the polarization of the laser beam inside a laser cavity (col. 6 line 8-15), which provides 
generation of a laser beam (33) inside said resonant laser cavity (mirror 20 and 22). comprising optical media 
which include one or more birefringent optical media (26, 28, see col. 4 line 21,22), said birefringent optical 
media (26) are used for inducing a double refraction effect on the laser beam (33, see fig. 1) and, on the 
interface between said media (26) and a second medium with a different refractive Index, separating the 
propagation directions of the different polarization components (see 47 rejected path col. 6 line 24) of the laser 
beam (33), providing a plurality of resonance directions (33,47) which are distinct for the different polarization 
components (33,47), and in that the optical axis of the cavity is selectively aligned on one of said resonance 
positions (33) through the adjustment of one or more optical elements (20) forming said cavity (see col. 6 line 
34-37, where it is stated that mirror 20 may be adjusted to select the polarization of choice). 

A.2 The subject-matter of claim 1 therefore differs from this known document D1 in that in D1 it is not specified 

how the mirror 20 is adjust in order to select the desired polarisation. 
A.3 The problem to be solved by the present invention may therefore be regarded as how to adjust the mirror in 

order to select the desired polarisation, as the man sidlled in the art faced with the tasi< of reproducing the 

teaching of D1 will have to solve this question in order to select the proper polarisation which will suit best his 

application. 

A.4 The solution proposed in claim 1 of the present application cannot be considered as involving an inventive 
step (Article 33(3) PCT) for the following reasons. 
To the skilled man adjusting mirror 20 can only have 2 meanings: 
I)- adjusting the position of the mirror; 

li)- adjusting the shape of the mirror, hence modifying the mirror in its fomn. 

As solution I) is much cheaper, easier and quicker to achieve, the man skilled in the art will readily go for 
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this solution and derive a method comprising all the technical features of claim 1 . 

Therefore the subject-matter of claim 1 does not involve an inventive step in the sense of Article 33(3) 
PCT. 



B Independen t daim 15 

The subject matter of independent claim 15 can not be considered as fulfilling the requirements regarding 
novelty in the sense Arl.33.2 PCT for the following reasons: 

The document D1 , see in particular fig. 1 (the references in parentheses applying to this document): 
A laser system of the type comprising a laser beam (33) generated in a resonant cavity said resonant cavity 
(between mirror 20 and 22) comprising optical media, which include one or more optical media (26,28) with 
bi-refringence properties (see coL 4 line 21 ,23), said optical media (26) with bi-refringence properties produce 
a double refraction for polarized components (33, and rejected path 47 see col. 6 line 24) of said beam (33) 
and multiple resonance conditions (33,47) of the cavity, and that said cavity is aligned on one of said 
resonance directions (33) by means of one or more optical elements (26,20,22) forming it, for selecting a 
specific polarization component. 

Hence D1 discloses a laser comprising all the technical features of claim 1 .Therefore the subject-matter of 
claim 1 5 is not new in the sense of Art. 33.3 PCT. 



II Dependent claims 

Dependent claim 2-14,16-22 do not contain any features, which taken of course in combination with the fea- 
tures of any claim to which they refer, meet the requirements of the PCT in respect of novelty or inventive 
step. The reasons for some of the dependent claims are briefly exposed below: 

- the additional technical features of claim 2-6 are to be found on D1 , for claim 2 and 3 see col. 4 line 45 
and 49 respectively, for claims 4-6 a look at fig. 1 is sufficient. Hence these claims are not considered as 
inventive. 

- for claim 12 see the reasoning above under point I.A.3 and LA.4. 

- for claim 13 and 14 see D2 page 27 and 28 and figures 23A and 23B. 

- for claim 1 8 and 1 9 the technical features are readily disclosed in D1 

Hence the subject -matter of all these claims are not considered as involving an inventive step (Art. 33(3) 
PCT) 
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Box No. Vm (Hi) DECLARATION: ENTITLEMENT TO CLAIM PRIORITY 

The declaration must conform to ihestandardizedwordmgprovidedforinSection213; see Notes to Boxes Nos, VIII, VIII (i)to (y) (ingeneral) 
and the specific Notes to Box No. VIII (Hi). If this Box is not used, this sheet should not be included in the request. 

Declaration as to the applicant's entitlement, as at the international filing date, to claim the priority of the earlier application specified 
below, where the applicant is not the applicant who filed the earlier application or where the applicant's name has changed since the 
filing of the earlier application (Rules 4.17(iii) and 51^w.l(a)(iii)): 

in relation to this international application, 



AGNESl Antoniangelo, DELL'ACQUA Stefano and PICCINNO Giuliano are entitled to 
claim priority of earlier application 



No. TO2002A000845 



by virtue of the following: 

the applicants are the inventors of the subject matter for which protection was sought by 
way of the earlier application. 

This declaration is made for th purpose of the following designations for national and/or 
regional patents: US. 



n This declaration is continued on the following sheet, "Continuation of Box No. Vin (iii)**. 
Form PCT/RO/101 (declaration sheet (ui)) (March 2001; reprint January 2003) See Notes to the request form 
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